
V1A
12AX7

68k

68k

12AX7
V1B

68k

100k

100k

1.5k

22nF

100nF 250kL
DEPTH

VOLUME
1MA

500pF
12AX7
V2A

100k

22nF

12AX7
V2B

56k

56k

1.5k1M

1.5k

100nF

100nF

220k

220k

1.5k

1.5k V4
6V6GT

6V6GT
V3

MOJO768

56k

MOJO757EX ON/OFF 2A SB

H/L

GND

N

TG3Y5 5V

16µF
475V

470 2W22k

10k1N4007

56k

1MA
TONE

4.7nF

1.5k1M

1M

10nF

10nF

22nF

SPEED
2M

100kFOOT
SWITCH

BLK COM
BLK/RED 240V
BLK/GRN 230V
BLK/YEL 220V
BLK/BLU 100V
WHITE 120V

RED

RED

RED/YEL
BRN

GRN

GRN

YEL

YEL

16µF
475V

16µF
475V

25µF
50V

25µF
50V

25µF
50V

INPUTS

1

2

3

XAXBXC

XC XD

XC

XD
XAXB BLU

RED

BRN

YEL 8 OHMS

BLK COM

SPEAKER

TWEED VIBROLUX
REVISION 1
8/31/2022

All resistors are rated for 1/2W unless noted.
All capacitors are rated for 630V unless noted.
All DC voltages were measured with respect to chassis ground.

1M

100100

TO TUBE
HEATERS

-31V

340V330V260V

350VAC

350VAC

50VAC

6.30VAC

5.50VAC

155V

1.50V

205V160V

50V

1.60V

160V

1.30V


